
ZAWÓR REGULACJI OPUSZCZANIA

DESCENT CONTROL VALVE

Kod Q Q P

Code MAX MAX MAX

l/min l/min bar

BSP B > A A > B

VCG505.10*000 1/4" 10 15 350

VCG505.20*000 3/8" 16 25 350

VCG505.30*000 1/2" 45 60 350

* = Przepływ nominalny  -  Nominal Flow    (l/min - 50 bar) :

* VSC010:   A= 1 -  B= 2 -  C= 3 -  D= 4 -  E= 5 -  F= 6 -  G= 7 -  H= 8 -  I= 9 -  L=10

* VSC020:   A= 2 -  B= 4 -  C= 6 -  D= 8 -  E=10 - F=12 - G=14 - H=16

* VSC030:   A=12 - B=16 - C=20 - D=25 - E=30 - F=35 - G=40 - H=45

MATERIALE CORPO   : ACCIAIO MONTAGGIO IN LINEA

BODY MATERIAL      : STEEL LINE MOUNTING

ADAPTERY DO ZAWORU "VSC"

"VSC" VALVE ADAPTER

TYPE CMF TYPE CFF

Kod

Code

VCG506.100000

VCG506.200000

VCG506.300000

VCG507.100000

VCG507.200000

VCG507.300000

* = Zawór montowany odwrotnie  -  Insert the valve in the  inverse direction

MATERIAŁ  : STAL  

MATERIAL  :  STEEL

CMF x VSC

kg x 100

82

14,70

70

861/2" 350 CMFxVSC-030   100  45 79
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FLOW CONTROL VALVES   -  ZAWORY REGULACJĄCE PRZEPŁYW

VSC

CFF x VSC

F Type L

50

CMFxVSC-020   

7.00

9,5063

45 19

ØDL3

23

L2

BSP bar

CHL
Type

Typ kg

x

100

ØD1

17.0

14.0

10.5 1.00

2.60

5.00

F
P Typ

L3
MAX

L2

-

ŻEŃSKI-ŻEŃSKI       FEMALE - FEMALE

1/4" 350 CFFxVSC-010 * 50 21 12

1/2" 350 CFFxVSC-030   80 50 16

-

-

350 CFFxVSC-020   70

22

27

16,5027

22

19 8.00

11.00

MĘSKI-ŻEŃSKI      MALE - FEMALE

3/8" 37 14

245


