HYDROAKUMULATORY | INSTR. POMIAROWE

- ACCUMULATORS AND MEASUREMENT INSTRUMENTS
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OBEJMY DO HYDROAKUMULATOROW
MOUNTING CLAMPS FOR ACCUMULATORS
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Kod Typ s R T H P L I D E kg
Code Type
ACR1140000 CR 114 114 + 116 100 180 66 137 - - - - 0.84
ACR1680000 CR 168 168 + 172 148 230 93 180 - - - - 1.00
ACR2230000 CR 223 216 + 225 216 290 110 253 - - - - 1.22
ACRE070000 CRE 70 - - - - - 125 99 70 68 0.12
ACRE092000 CRE 92 - - - - - 150 125 92 90 0.15
ACRE115000 CRE 115 - - - - - 185 160 115 113 0.20
ACRE125000 CRE 125 - - - - - 190 165 125 123 0.25
ACRE138000 CRE 138 - - - - - 215 190 138 136 0.30

MATERIAL : STAL
MATERIAL : STEEL
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URZADZENIE DO SPRAWDZANIA | NAPELNIANIA HYDROAKUMULATOROW

CASE FOR FILLING AND CONTROL DEVICE FOR ACCUMULATORS
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Connection N2

Kod Typ Manometry $r. Tarczy Przewody elastyczne kg

Code Type Pressure gauge range  Pressure gauge Flexible hose
ACAR100000 AR1- 40 0> 40 bar 1,00
ACAR200000 AR2- 60 0> 60 bar 1,00
ACAR300000 AR3-100 0 > 100 bar 763 5/64" DN2 1,00
ACAR400000 AR4-160 0 > 160 bar L=2500 mm 1,00
ACAR500000 AR5-250 0 > 250 bar 1,00
ACAR600000 AR6-400 0 > 400 bar 1,00

MATERIAL : STAL
MATERIAL : STEEL
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