
REDUKTOR CIŚNEINIA

PRESSURE REDUCING VALVE

Kod Q P Typ

Code MAX MAX Type

BSP BSP l/min bar

V1190.0704165 3/8" 1/4" 30 350 VRP 3/8"-B 17 55 35 44 12 36 30 1,53

V1190.0706165 1/2" 1/4" 30 350 VRP 1/2"-B 17 55 35 44 12 36 30 1,47

SPRĘŻYNA  -  SPRING  : A= 15:55 bar - B= 30:165 bar ( Standard )

MATERIAŁ KORPUSU   : STAL MONTAGGIO IN LINEA

BODY MATERIAL      : STEEL LINE MOUNTING

REDUKTOR CIŚNIENIA Z ZAWOREM ZWROTNYM

PRESSURE REDUCING VALVE WITH CHECK VALVE

Kod Q P Typ

Code MAX MAX Type

BSP BSP l/min bar

V1190.0705165 3/8" 1/4" 30 350 VRPRL 3/8"-B 17 55 35 44 12 36 30 1,53

V1190.0707165 1/2" 1/4" 30 350 VRPRL 1/2"-B 17 55 35 44 12 36 30 1,47

SPRĘŻYNA  -  SPRING  : A= 15:55 bar - B= 30:165 bar ( Standard )

MATERIAŁ KORPUSU   : STAL MONTAŻ LINIOWY

BODY MATERIAL      : STEEL LINE MOUNTING
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ZAWORY CIŚNIENIOWE  -  PRESSURE CONTROL VALVES

kg

S

VRPRL

VRP

P-T-Reg M

L1 L4L E E2E1P-T-Reg M HL6L5

E1 E2

168

70

7090

90

234


